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Free Plans to Build a Dining Chair 
#2 


Here is the second chair in the series... Last week, I posted plans for 
Dining Chair #1 . This chair is constructed in the same manner except 
it is a little taller and the back is different. 



Dining Chair #2 

Materials: 

■ 1-1/4" pocket hole screws 

■ 2" pocket hole screws 

■ 2-1/2" pocket hole screws 

■ 1-1/4" brad nails 

■ Edge banding for seat, if desired 


Lumber: 


1 - 2x4 at 6' 

1 — 1x6 at 6' 

Scrap of 3/4" plywood for the seat 








Cut List: 


■ 2 - 2x2 at 23-1/2" - Upper Back Legs 

■ 2 - 2x2 at 18-1/2" - Lower Back Legs 

■ 2 - 2x2 at 17-3/4" - Front Legs 

■ 3 - 1x3 at 15" - Front & Back Aprons, Back Slat 

■ 1 - 1x4 at 15" - Upper Back Slat 

■2-1x2 at 20-1/8" - X 

■ 2 - 1x3 at 14" - Stretchers 

■ 1 - 3/4" plywood at 18" x 18" - Seat 


Click on the drawings to enlarge them! 

1. Cut the pieces for the legs. Cut a 5 degree bevel in the bottom of 
each upper piece. The angle allows the back to "recline" so to speak! 
Drill pocket holes in the top edge only of the lower leg pieces then 
attach the top using glue and 2-1/2" pocket hole screws. 



Cut a 5 deg. bevel at this edge 









2. Cut the pieces for the X. The angles may have to be adjusted... The 
dimensions are what the program gives me and sometimes a few 
adjustments will need to be made. Once the pieces have been cut, 
assemble as shown using glue and 1-1/4" pocket hole screws, then 
attach to the back using 1-1/4" brad nails, the front face of the X 
will be flush with the front face of the legs. 



The angles are not 45 deg. 































** You may have to play with the angles on the X... I'm building this 
chair for another project and couldn't get the angle right. Here's how 
mine looks - 



Cut the pieces for the back apron and the back slats. Drill pocket 
holes in each end of each piece. Secure using glue and 1-1/4" pocket 
hole screws. The front faces of the slats will be flush with the front 
faces of the legs. 

Drill pocket holes in each end of the back apron. Secure the piece as 
shown, the outer face will be flush with the back face of the lower 
legs. 














3. Cut the pieces for the front frame. Drill pocket holes in each end 
of the apron. Secure using glue and 1-1/4" pocket hole screws. The 
front faces of the apron will be flush with the front faces of the 
legs. 



4. Cut the pieces for the stretchers and drill pocket holes in each 
end. Secure as shown using glue and 1-1/4" pocket hole screws in the 
front legs and 2" pocket hole screws in the back legs. 

























5. Cut the piece for the seat. Cut the notches for the legs as shown 
and apply edge banding if desired. Secure the seat to the frame using 
glue and 1-1/4" brad nails. 




Finish as desired. 


























Have a request for a plan? Contact me at cher {at} designsbystudioc 
{dot} com or designsbystudioc {at} gmail {dot} com. I would love to 
create a plan for you! 

Until next time, 

Happy Creating! 

#DIY #Woodworking #Build 



